Deutsche
Edelstahlwerke

Heat treatment capabilities of Deutsche Edelstahlwerke Harterei Technik GmbH

Inert-gas facility Vacuum facility Pulse plasma facility Chamber furnace
v v v v v

Annealing (e.g.
stress relief

| | I
| | I
| | I
| | I
| | I
Dimension: I Dimension: Dimension: I Dimension: I Dimension:
900 x 600 x 600 mm : 900 x 600 x 600 mm 1500 x 1000 x 1200 mm : @ 800 x 1300 mm : 3100 x 1100 x 1100 mm
v | v v | v | v
Temperature range: : Temperature range: Temperature range: : : Temperature range:
up to 1050° C | up to 1350° C up to 1350° C | | up to 850° C
v I v v I I v
| | I
I Quenching pressure | |
I up to 10 bar I I
| | I
I Max. charge weight | I
! 2,000 kg | |
| | I
| | I
| v | I
v v v v | v I v
Case Gas nitriding | Hardening Hardening | Plasma nitriding |  Tempering
hardening Carbonitriding | Tempering Tempering I | Ageing
E:rlggﬂing Nitro- 3 : Ageingl Ageingl : : Stress r.ellief annealing
Tempering carburising I Annealing . . Annealing . . I I Normalising
Ageing I e.g. stress relief annealing e.g. stress relief annealing I I
| | I
| | I
| | I
I I |

annealing)

Deutsche Edelstahlwerke Harterei Technik GmbH: Kerkhagen 5, 58513 Ludenscheid, Phone: +49 (0) 2351 553-0, Fax: +49 (0) 2351 553-45



